X1

X2

X3

u b WN = v h WN =

u b WN =

PWR CON

Emergency Stop

Fail-safe output Emergency Stop channel 1 +
Fail-safe output Emergency Stop channel 2 +
Fail-safe output Emergency Stop channel 2 -
Fail-safe output Emergency Stop channel 1 -
0V fail-safe output

Enable

Fail-safe output enable channel 1 +
Fail-safe output enable channel 2 +
Fail-safe output enable channel 2 -
Fail-safe output enable channel 1 -
0V fail-safe output

Connection signaling

Fail-safe output connection display channel 1 +
Fail-safe output connection display channel 2 +
Fail-safe output connection display channel 2 -
Fail-safe output connection display channel 1 -
0V fail-safe output

X21

X22

A WN =

u b wWwN =

Supply Input

24 V DC operating voltage

FE (functional earth)

GND 0V DC operating voIta<EJe
+24V_S Supply fail-safe outputs

Supply Output

24 V DC operating voltage

FE (functional earth)

GND 0V DC operating voltage
+24V_S Supply fail-safe outputs

PWR
CON

X31

X32

A WN =

A WN =

M2Smart®Gateway o ready for operation
M2Smart®Gateway 0 secure pairing

Inputs

Digital input 2 Password reset

D\l}:;ital inFut 1 Reset M2Smart® Gateway
0V digital inputs

Outputs

Digital output 02 (For future use

Digital output O1 gConnection sig§naling, three flashes)

Digital output O3 (For future use
24V digital outputs
0V digital outputs
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5_ T i Internally connected: 5_ T i 5_ - i
-X1:5, -X2:5, -X3:5
-X1%1 ¥4 ¥2 %3 W5 -X27%1 ¥4 ¥2 73 ’l‘/s -X37%1 ¥4 ¥2 N3 ’I‘s -X31¢1 ’i‘z T3 T4 W5 -X3271 2 3 4 15
*
The following requirements
must be fulfilled by the Safety PLC:
- Safety inputs with cross-circuit detection
- Channel sampling < 5ms
- Two-channel monitoring Radio connection active -
each safety function for PLd Safety PLC must evaluate
emergency stop and enable
_____________________ R S S S T T S e T SN SUP SP R S
Safe 1
PLC ty A v A y A v Ay A v Ay 1 L § v v v
Loz]d g N Eow g oo |
5 2|8 2 5 8|8 2 3 2|3 2 !
Q. a Q. a (=% a
g = |5 = s S|g S s S|g s ! digital digital
! outputs inputs
Fail-safe  Fail-safe Fail-safe  Fail-safe Fail-safe  Fail-safe !
Input1  Input2 Input3  Input 4 Input5  Input6 !
|
24V_S »— I -F8 I:I
ov | 4A
Unused Fail-safe outputs must be connected to 24 V DC on the input side. + 24V DC > » + 24V DC
(-X1:1/-X1:2 [ -X2:1 [ -X2:2 [ -X3:1 [ -X3:2) ov > » 0V
1
Datum 09.05.2025 1 T
e / / c D Sample circuit = 011
/A M2Smart®Gateway 0 T
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